In the Claims: 

1 . (currently amended) A fastener for a brassi e r e hav i ng connecting a 
back panel and a shoulder strap of a brassiere , comprising: 

a first arm for engagement with the shoulder strap; and 

a second arm connected to said first arm and at an angle with respect to 
said first arm, for engagement with a portion of the back panel, 

wherein said fastener creates an angle between said shoulder strap and 
said back panel are and biases said portion of said back panel downward bias e d 
toward a spine of a wearer du e to sa i d angl e. 

2. (original) The fastener of claim 1 , further comprising a wave portion. 

3. (original) The fastener of claim 2, wherein said first arm, said second 
arm, and said wave portion form a triangular shape. 

4. (original) The fastener of claim 2, wherein said wave portion has a 
flange. 

5. (original) The fastener of claim 4, wherein said flange has a pair of 
tapered sides. 

6. (original) The fastener of claim 5, wherein said pair of tapered sides are 
parallel to said first arm and said second arm. 

7. (original) The fastener of claim 4, wherein said first arm, said second 
arm, and said wave portion form a heart shape. 
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8. (original) The fastener of claim 1 , wherein said first arm and said 
second arm are connected together at one end to form a plane. 

9. (original) The fastener of claim 1 , wherein said first arm has a first end 
and a second end, and wherein said second arm has a first end and a second 
end. 

10. (original) The fastener of claim 9, wherein said first end of said first 
arm and said first end of said second arm meet to form a plane. 

1 1 . (original) The fastener of claim 1 , wherein said angle is about 24 to 
about 45 degrees. 

12. (original) The fastener of claim 1 , wherein said angle is about 27 to 
about 41 degrees. 

1 3. (original) The fastener of claim 1 , wherein said shoulder strap and 
said back panel are biased toward each other. 

14. (original) The fastener of claim 1 , wherein said shoulder strap and 
said back panel are biased away from each other. 

1 5. (currently amended) A fastener for a brassier e having connecting a 
back panel and a shoulder strap of a brassiere , comprising: 

a first arm for engagement with the shoulder strap, said first arm having a 
first end and a second end; 

a second arm for engagement with the back panel, said second arm having 
a first end and a second end, said first end of said second arm being connected 
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to said first end of said first arm to form a plane, said second end of said second 
arm forming an angle with respect to said second end of said first arm; and 

a wave portion, 

wherein said fastener biases a portion of said back panel towards said 
shoulder strap and a said portion of sa i d back pan el a r e b i as e d w i th rospoct to 
o ach othor due to sa i d angl e. 

1 6. (original) The fastener of claim 1 5, wherein said wave portion has a 
flange. 

1 7. (original) The fastener of claim 1 6, wherein said flange has a pair of 
tapered sides. 

1 8. (original) The fastener of claim 1 7, wherein said pair of tapered sides 
are parallel to said first arm and said second arm. 

1 9. (original) The fastener of claim 1 5, wherein one of said first and 
second arms is angled with respect to the plane, while the other of the first and 
second arms is parallel to said plane. 

20. (original) The fastener of claim 1 5, wherein said angle is about 24 to 
about 45 degrees. 
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